
 

 

PAINT STRIPPER PS-4 
 

DESCRIPTION: 
Triple-S Paint Stripper PS-4 is a new fast acting paint remover for all metals including brass, copper and 

aluminum. 

 

UNUSUAL FEATURES: 
This material contains a built in water blanket which greatly reduces the evaporation found in this type of 

stripper. Triple-S Paint Stripper PS - 4 can be used in a mild steel tank, as opposed to a stainless steel tank, 

which is required of many materials of this nature. Paint Stripper PS-4 is fully inhibited making it safe on all 

non-ferrous metals, such as brass, copper and aluminum. 

 

OPERATING CONDITIONS: 
Concentration:  Full strength. 

Temperature:  Room temperature. 

Time: 30 seconds up to 20 minutes, depending on the type of paint to be removed. 

 

MAINTENANCE: 
Triple-S Paint Stripper PS-4 requires no special maintenance, however, it is recommendable to have a metal 

lid for the tank and keep it covered during the time it is not in use. 
 

FLASH POINT: 
Triple-S Paint Stripper PS-4 has no flashpoint. 
 

TYPE OF PAINT PS #4 REMOVES: 
All baking enamels, acrylic lacquers, epoxy amine, epoxy-not catalyzed phenol, silicone, clear vinyl, baked 

vinyl 
 

QUALITY CONTROL: 
Triple-s Paint Stripper PS-4 is manufactured under the most strict quality control standards. Only the number 

one grade of raw materials both impurity and refinement are used in Triple-S formulas. 

 

CAUTION: 
Avoid contact with skin or eyes.  Contact with skin or eyes may cause irritation and/or burning sensation.  Protective 

clothing, rubber gloves and a face shield should be worn when handling.  

Do not take internally! 

 

FIRST AID: 
In case of skin contact, wash skin with large amounts of fresh water.  In case of eye contact flush immediately with large 

amount of fresh water for at least 15 minutes and Call a Physician Immediately! 

 

DISPOSAL: 
Contaminated product soil, water container residues and spill clean-up materials may be hazardous wastes.  Avoid contact 

water.  Comply with local, state and federal regulations concerning solid or hazardous waste disposal and or container 

disposal. 
 
 
 
 

 
The information stated herein is based on information and tests we believe to be reliable. The accuracy or completeness thereof is not 
guaranteed. Since conditions of use are outside our control, user shall, before using, determine the suitability of the product for his intended 
use and user assumes all risk and liability in connection therewith. 
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